Technical Characteristics -- Boeing 747-400

	
	747-400 

	Passengers 
  Typical 3-class configuration
  Typical 2-class configuration 
	
416 
524 

	Cargo*
	6,025 cu ft (170.5 cu m) or
5,332 cu ft (151 cu m) 

	Engines
maximum thrust
	Pratt & Whitney PW4062
63,300 lb (281.57 kN)

Rolls-Royce RB211-524H2-T
59,500 lb (264.67 kN)

General Electric CF6-80C2B5F
62,100 lb (276.23 kN) 

	Maximum Fuel Capacity
	57,285 U.S. gal (216,840 L)

	Maximum Takeoff Weight
	875,000 lb (396,890 kg)

	Maximum Range
	7,260 nautical miles (13,450 km) 
Typical city pairs: 
Los Angeles - Hong Kong 
Los Angeles - Sydney
Singapore - London

	Typical Cruise Speed
at 35,000 feet
	0.85 Mach 
567 mph (913 km/h) 

	Basic Dimensions 
  Wing Span
  Overall Length
  Tail Height
  Interior Cabin Width
	
211 ft 5 in (64.4 m) 
231 ft 10 in (70.6 m)
63 ft 8 in (19.4 m)
20 ft (6.1 m)


*6,025 cu ft (170.5 cu m) = 30 LD-1 containers; 5,332 cu ft (151 cu m) = 5 pallets, 14 LD-1 containers + bulk (one pallet = 96 in x 125 in/244 cm x 318 cm) 

